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Foster Ceiling Fixture Install Basic Electrician

For a safe installation, make sure the electrical box is securely mounted to a structural 
member.

1. Mount the crossbar to the electrical box using screws supplied with the box.

 

2. Holding the fixture close to the electrical box, connect the fixture wires 

    to the house wires.

    Make connections as appropriate for your house wiring.  

    See reverse side of instructions for important wiring information

 

3. Set the canopy mounting screws such that the screw head is 1" clear of the

    crossbar surface. Ensure that there is clearance beyond the mounting

    surface for the screws to protrude through the backside of the

    crossbar at least 1/2". Depending on electrical box shape, the

    canopy screws may or may not protrude into the box.  

 

4. Position fixture over electrical box by aligning the canopy screws with

    the keyhole shaped slots in the canopy plate. Depending on model,

    there may be insulation covering the holes. Do not remove insulation.

 

  

5. With canopy fully against mounting surface, rotate fixture clockwise

   to seat the screws against the ends of the keyhole slots. 

 

6. Secure fixture by tightening canopy screws. Screws may

    be accessed through holes near the light socket.

  

 

7. Cover the screw access holes by snapping color matched

    plugs in place. (Not available on 2-1/4" fitter size).

 

 

 

    Complete !

iProperties:

1. Title= Sometimes Varies from DAX Description

2. Stock Number= DAX #, located at bottom center

3. Custom Fields:

        a. Skill Level= easy, handy person, basic electrician, 

advanced carpenter

        b. Installation Instruction or Assembly Instruction (use 

spaces between each letter to format properly)

 

 

 

USER SYMBOLS:

-Each tool is an individual block.

-Insert and use grip points on line ends to snap together in a 

chain.

Text Body:

-Try to maintain Arial.085 for majority of text.

     Exceptions are larger font (.091) and bold for subtitles.

-Maintain basic format and location of text body.

-Line spacing should be 1.5.

 

VIEWS & Details:

After inserting your views and details:

- Go to Manage Tab/ Styles Editor and manually adjust (this is a look 

and feel judgement), but for a good start.

      Layers:

         -Visible (ANSI)  set to .010

         -Visible Edges, Narrow, Tangent set to .007 or less.

         -Hidden (ANSI) set to .007 or less (manual adjustment- create 

new if desired)

         -Hidden Edges, Narrow, Tangent .003 or .001

         -Sketch Geometry (ANSI)  .001 (this drives the REJUVENATION)

PRINT:

To print, check 1:1 Model.

This is for both pdf and printer.
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